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SUMMARY

J. Garlsmti

flare-cylinder configurateion to investi-
gate its feasibility as a reentry body of an intermediate range ballistic
missile. Factors considered were heating, weight, stability, and impact
velocity. A series of trajectories covering the possible range of
weight-drag ratios were computed for simple -truncatednose shapes of
vsrying pointednesss,and hence vsrying weight-drag ratios. Four tra-
jectories were chosen for detailed temperature computation from among
those trajectories estimated to be possible. Temperature calculations
were made for both “conventional” (for example, copper~ Inconel~ and
stainless steel) and “unconventional” (for exsmple, beryllium and
graphite) materials. Results of the computations showed that an @act
Mach numiberof 0.5 was readily obtainable for a body constructed from
conventional materials. A substantial increase in subsonic impact veloc-
ity above a Mach number of O.’jwas possible without exceeding material
temperature limits. A weight saving of up to 134 pounds out of 822 was
possible with unconventional materials. ~is saving represents 78 per-
cent of the structural weight. Supersonic impact would require con-
struction of the body from unconventional materials but appeared to be
well within the range of attainability.

INTRODUCTION

In the design of a ballistic-mksile system, efficiency of design
in the reentry body is particularly hrportant because of the weight
multiplication experienced by successive stages-of the system. For a

● two-stage bsllistic missile of 1,500-mile range> the multiplication
factor is typically about 35; that is, for each lCClpounds of reentry
body weight, the overall initial weight of the system is 3,500 pounds.

.
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2 coItmDENTIAL NACA RM L58C21

Hence, for efficient design, it is essential that the reentry body be
as light as possible. In a reentry body, the warhead constitutes the
payload which must be housed in a suitable structure and made stable
throughout the reentry trajectory. With a fixed payload, the only
possibility of weight reduction lies in reduced structural or stabilizer
weight. Structural weight is to a large extent governed by the neces-
sity to protect the warhead from aerodynmnic heating. Aerodynamic
heating can be controlled in vsrious ways - such as by providing a skin
of sufficient heat capacity to limit the temperature rise to permis-
sible material limits, by employing configurations which have low heat-
transfer coefficients, and by reducing the heating potential of the
reentry trajectory. It has been shown in reference 1 that blunt faces
have favorable heat-transfer characteristics and that the high drag of
the blunt face produces a lower velocity of reentry and hence a lower
heating potential than a hemisphere nose shape.

Stability of the reentry body is required as it reenters the
atmosphere in order that it fly a repeatable trajectory with its heat-
sink face forward. The degree of stability required as evidenced by
the magnitude of the reentry-body oscillation is undefined. It canbe
provided naturally by the Nerent stability of the reentry body or
artificially with an automatic stabilization device. The requirement
is made more stringent since the range of Mach numbers extends from
~ersonic to subsonic and because light weight is required.

Another requirement is low dispersion. A major source of disper-
sion is unknown wind conditions at the target and the amount of disper-
sion depends upon the length of time that the reentering body spends
in the lower atmosphere. Dispersion has been found to be a function of
the impact Mach numiber,which is a function of the ratio of weight to
drag.

Ideally then, the missile shouldbe as light as possible compatible
with adequate protection from aerodynamic heating. It should have is
high impact Mach number in order to reduce dispersion. It must be
dynamically and statically stable. All these requirements must be met
with a minimum sacrifice of simplicity.

I&perience with the development of high-speed research missiles
has indicated that minimum-weight configurationswere flare-stabilized
cylinders, the cylinder being the minimum dismeter allowed by the lagest
component. It is believed that this same reasoning would apply to a
1,500-mile ballistic missile. The ma~or question is whether the face
or nose of the body with a relatively small diameter could tolerate the
heat loads. The flat face with its low heating rates made this appear
possible. The flere-cylinder configuration therefore offers a minimum
size package of relatively light weight. A survey of available

● ’
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information (for example, see refs. 2 to ~) on the stability of flme-
stabilized bodies w--tide and although the information was spsrse, it
indicated that flare stabilization was possible throughout its reentry.
The basic flare-cylinder configuration can be readily modified to reduce
dispersion by reducing the nose diameter, thereby reducing the drag and
increasing the @act Mach nmnberj but, i~much as reduction of the
nose diameter increases the heating, a compromise must be struck between
impact Mach numiberand heating.

In order to investigate the feasibility of such a configuration,
calculations have been made of the heating experienced during the reentry
of a 1,500-mile-range ballistic missile. Impact Mach numbers from 0.5
to 1.89, achieved by vsrying the weight-drag ratio, were considered.
“Conventional” (copyer, Inconel, and stainless steel) materials and
“unconventional” (beryllium and graphite) materials were assumed in the
study. The results of the study and the conclusions drawn from it sre
herein presented to demonstrate the feasibility of the flare-cylinder
configuration for intermediate range reentry bodies.
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SYMSOIS

drag coefficient, D/qS

local skin-friction coefficient

(
pressure coefficient, pv - %#q

specific heat

specific heat

drag, lb

heat-transfer

of air at constant pressure, Btu/slu&-%

of.wal.lmaterial, Btu/lb-OR

/coefficient, Btu ft2-%-sec

conductivity of wall material,

Mach number

Stmton nuaiber, h/(cppv)v “

dynamic pressure, lb/sqft
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4 CONF~ENTIAL

‘e
Reynolds number based on momentum thi.ckness

R large radius of frustum, in.

r small radius of frustum, in.

s reference area, sq ft

T temperature, ‘R

t the, sec

v velocity, ft/sec

P density of ah, slug/cu ft

Pw density of wall material, lb/ft3

T wall thickness, ft

Subscripts:

e edge of face

o stagnation point

v conditions Just outside the boundary layer

w wall

aw adiabatic wall

w conditions in the undisturbed flow

DESIGN C!ONSIDEMTIONS

Materials

It would be desirable to use conventional materials exclusively
in the reentry body since their known properties simplify design and
construction. Such materials as copper, Inconel, and stainless steel
have proved to be effective for high-temperature applications in the hyper-
sonic flight models investigated by the Langley Pilotless Aircraft Research
Division. They have well-known properties and can surely be considered ●

●

“*



NACA FM L58C21 CONFIDENTIAL 5

conventional materials. Other materials -e also available which have
very desirable thermodynamic properties. The thermodynamic and physical
properties of sane conventional and unconventional materialsare briefly
summarized in the following table:

Tensilestrength,
Densi~, Specific heat,

Material
lb/sq 4.> ati -

lb/cu ft Btu/lb-% ‘teqRL%, %
100° F l,2W0 F

conventional

Copper 560 O.og to O.1.1 I34,000
Ineonel O.11 to 0.16 ~)~
Sttiss steel ;$ 0.1.2 to 0.16 m,m

Unconventiom

Graphltea --- (See fig. l(a).) =l,OCO
Berylliuma --- (See fig. l(a).) 1.25,000

conductivity,
Btu/ft-sec-%’

I
0.06to 0.05

0.cKx21to 0.c045
0.002 tu 0.005

~%ta from reference 6.
Sublimes.

It csm be seen that the three conventional metals have about the
same weight density and specific heat. They are relatively heavy.
Copper has low strength, especially at elevated temperatures. The
melting temperature of copper is relatively low in comparison with that
of Inconel and stainless steel although its conductivity is high. Cop-
per is suitable for use at moderate temperatures under high heating
rates where the capacity of the entire skin thickness is more effectively
utilized because of its high conductivity. hconel and stainless steel,
although both retain their strength to higher temperatures, cannot be
used in thick sections because of their low conductivity.

The property of beryllium which mskes it outstanding is its very
high heat capacity. It can absorb about five times as much heat as an
equivalent weight of copper, for instance. It is very light and strong.
The advantage of ~aphite is its ability to withstand very high tempera-
tures. It does not melt but sublimes at about 6,900° R, absorbing the
heat of vaporization. Graphite is light and relatively wesk. Admit-
tedly, considerable development is required in order to realize the
advantages of these materials, but the reward is potentially great.
Certain ceramics and metallic oxides also appear to be suitable for
high-temperature use, but are considered to be in an even esrlier stage
of development than beryllium and graphite. Graphite is suited for use
on the nose of the reentry body where high temperatures sre encountered
and where its subl-ting characteristics may be utilized for ablative
cooling. Beryllium is suited for use on the afterbody where its high

. heat capacity per pound can be effectively employed to decrease weight
and improve stability.

.
Preliminary estimates of the reentry

a subsonic impact body could be made from

CONFIDENTIAL

body heating indicated that
copper and Inconel, but that



6

supersonic impact would
graphite for survival.
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require better materials such as beryllium and

The size
wwhead which
estimates was

Configuration,

of the reentry body is
it must csrry. One of
given to be a cylinder

long. A flare~cylinder was designed

.

b-

Weightj Drag

determinedly the size of the
the sizes suitable for preliminary
19 inches in diameter and 42.7 Inches
to contain the warhead and is shown

in ;ifg.ure2(a). ‘A 10° flare was-chosen on the basis of its successful
use on a number of hypersonic free-flight vehicles investigated by the
Langley Pilotless Aircraft Research Division. The flare maximum diam-
eter of 26 inches provides a static margin of about 1 cylinder dismeter.
Preliminary estimates indicated that conventional materials would suf-
fice for this flat-nosed configuration since its impact velocity was
subsonic. Based on experience and preliminary estimates, skin thick-
nesses were chosen as shown in figure 2(a). The weight of the components
and the center of gravity sre also shown. The total weight of this
reentry body is 822 pounds. A possible future weight for beryllium is 6
shown to be 688 pounds. !lhisvalue represents a saving of 78 percent
of the structural weight.

The total drag of the configuration is composed of flat-face pres-
sure drag, flme pressure drag, base drag, and friction drag. In order
to estimate the drag, the face-drag coefficient was assumed to be eqpal

r)

to 0.8 total-pressure coefficient or 0.8 0
- Pm

. This approxW-
0 ●7P#m2

tion has been shown to be quite good. The flare-dra coefficient was

107
assumed to be eqpal to that for a cone frustum, or 1 - Z

R
times

the value of Cp for a 10° cone, based on the flare base area. The

base-drag coefficient used was the three-dimensional value from refer-
ence 7. The friction drag was not considered because it was negligible
below an altitude of 100,000 feet where most of the heating OCCWS.
Subsodic drag coefficients were obtained from unpublished measurements
obtained by the Langley Pilotless Aircraft Research Division for a
very shmilar configuration. The vssiation of component drag coefficients
times reference area CDS with Mach number is presented in figure J(a).

The relatively low impact Mach number estimated for this configura-
tion would produce undesirably high dispersions. In order to reduce
the dispersion, it was necessary to increase the impact Mach number by
increasing the ratio of weight to drag. Since m3nbnum weight was
essential, a reduction of drag was required. A convenient systematic

.

.
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way to vary the drag was to employ cone frustum noses of increasing
pointedness. The variation of C& with Mach nuniberwas computed for

such a family of five noses ranging from blunt to pointed and is shown
in figure 3(b). A semis.ngleof 14.5° was chosen for the frustum rather
srbitr=ily because some measurements had been made on frustums of this
shape. The drag coefficient of the frustum cone was obtained as
described previously for the flare. The value of C-# of the noses

is seen to decrease markedly as the diameter of the front face Is
reduced, the pointed reentry body having only ode-eighth the drag of the
bluff-nose body at high Mach nunibers.

Trajectories

An envelope of trajectories was computed for the entire possible
range of weight-drag ratios of the reentry body. Trajectories were
computed on digital eqpipment with l.niti~ conditions of reentry from
reference 8 of velocity equal to 14,800 feet per second, altitude equal
to 316,000 feet, reentry angle equal to -38.7 (assuning that the reentry
angle was the negative of the exit angle), and initial wall tempera-
ture equal to smbient atmospheric temperature. As expected, increasing
nose pointedness ficreased the velocity throughout the reentering
period and increased the impact Mach number. The range of @act Mach
numbers varied from 0.5 for the blunt-nose configuration to 8.o for
the pointed configuration. Heating estimates indicated that it would
be necessary to restrict the impact Mach ntier of the reentry body to
under 2.0 in order to avoid impossibly severe temperatures with practi-
cal.material thicknesses.

In order to evaluate the feasibility of the aforementioned con-
figurations, four trajectories covering the range of impact Mach num-
bers below 2.0 were selected for detailed heating calculations. The
impact Mach numiberschosen were 0.5, 1.05, 1.W, andl.89. The tra-
jectories are depicted in figure 4. The subsonic-impact case corre-
sponded to the bluff-nose configuration. The three supersonic-impact
cases corresponded to frustum minor dismeters of IL, 10.2, and 9.2 inches.
b order to simplify computations, it was decided to conduct all sub-
sequent heating computations for a single nose diemeter of 10.2 inches
by using the previously computed trajectories. The error induced in
the heat-transfer coefficients by this assumption is approximately
5 percent. It was felt that this was - acceptable error in view of
the overall precision of the assumptions.

The nose frustum having a 10.2-inch minor diameter is shown in

g figure 2(b). Preliminary estimates showed that for an impact Mach
number of 1.89, conventional materials could not be employed, but that

CONFIDENTIAL
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graphite and beryllium might be satisfactory. Estimated thicknesses
required of the grayhite nose and beryllium afterbody give the component

● ✎�

✎

weights tabulated below the figure, and a total

WING CALCULATIONS

Nose

weight of 835 pounds.

The nose experiences the greatest heating rate on the reentry body.
Three points were chosen at which to make detailed heating computations -
the stagnation point, a point at the edge of the flat face, and a point
at the rear of the nose frustum as shown in figure 2. Temperature
profiles were computed for the supersonic impact tra~ectories at each
of these points. For the subsonic impact configuration a single deter-
mination made at the edge of the face was felt to be adequate.

The variation of heat-transfer coefficient at the stagnation point
was computed by using the theory of reference 9 for a hemisphere nose

●

and halving the computed values to apply to a flat face as demonstrated
in reference 10. The accuracy of the hemispherical theory was @roved
by using the expertiental value of the stagnation-point velocity gradient

.

instead of the theoretical value. The values of the heat-transfer
coefficients thus computed sre shown in figure 5 plotted against time.
It should be noted that the method used assumes perfect gas conditions
at all Mach numbers. The use of a real gas theory such as reference D
would considerably reduce the heating rates at the higher Mach numbers;
consequently, the calculations presented herein are very conservative.

In order to obtati the heat-transfer coefficient at the edge of the
face, it was assumed that transition would occur at a Reynolds nurrber
of 250 based on momentum thickness. ‘lZhisassumption is somewhat con-
servative for a highly polished surface as shown by references 12
and 13 wherein transition was delayed up to values of R6 of 1,200.

Unpublished results from experiments conductedby the Langley Pilotless
Aircraft Resesrch Division on a flat face showed that as RB increased

to the value of 250, the ratio of local heat-transfer coefficient to
stagnation-point heat-transfer coefficient h/h. increased from 1.0

to 1.3, whereupon transition occurred, and the ratio h/h. increased

more rapidly to the value 3.5 at a value Of R6 of 700. Based on

these experiments, a relationship between h at the edge of the face
and h at the stagnation point was devised which led to the edge heat-
trsmsfer coefficients presented in figure 5 as a function of time.
An additional heat input existed at the corner because of heating from
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the side. This effect was neglected because the magnitude of the effect
in the case of the M = 1.9 trajectory increased h only about 5 per-
cent of the maximum value of h which was small considering the gross
nature of the study and the fact that other effects such as conduction
were not considered. Conduction in the victiity of the corner can have
a powerful effect as shown in reference 10 wherein the measured maximum
temperatures on a truncated copper nose were actuslly lower at the
corner thm at the stagnation point. (~ temperature occurred
some time after peak Mach nuniber.)

The values of h at the rear of the nose frustum were computed
by using the conical theory of Van Driest for a turbulent boundary
layer (ref. 14), the reference length being the contour length to the
re= of the frustum and local conditions on the cone behind a normal
shock.

Temperature profiles on the nose were cslculatedby using the heat-
transfer coefficients shown in figure 5 at the stagnation point and

x corner at the front face and at the rear of the nose frustum for the
supersonic impact trajectories by the method of Dusinberre (ref. 15).
The method was modified by the inclusion of a radiation term which had

. considerable effect at the elevated temperatures encountered. Thin-
wall theory was used in the dete~tion of wall-temperature history
at the corner of the copper face for the subsonic @act trajectory.

Afterbody

Heating on the afterbody is sufficiently less severe than on the
nose that much thinner skins can be used, and temperature calculations
are smenable to the simple thin-wall method. Two points were chosen
as representative of the afterbody, nsnely, a point on the cylinder
immediately behind the nose and a point on the flsre hmediately behind
the cylinder-flsre juncture. Only turbulent heat-transfer coefficients
for these points were computed by using the theory of Van Driest
(ref. 14) and the modified Reynolds analogy NST = O.6+ from refer-

ence 16. The contour length from the stagnation point and local condi-
tions were used. On the conical flsre, being very conservative, the
heat-transfer coefficient for half the Reynolds numiberwas used. Tem-
perature histories were computedby using the thin-wall equation

AT=
.

h(Taw - ~)At

PWCWT

coNFn)ENTrAL
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The temperatures computed for the subsonic-~act trajectory
(M = 0.5) at the edge of the front face and on the cylinder and flare
are presented in figure 6. It can be seen that the computed tempera-
tures sxe well below the material limits for the 3/&inch copper wall
at the edge of the face and the O.1-inch Inconel wall of the cylinder
and flare. It can be concluded that the weight assumed for the sub-
sonic @act vehicle was based on valid skin thicknesses, and that the
estimated weight used in the trajectory calculation was realistic. A
calculation of the temperature of a O.1-inch-thick beryllium flsre is
shown in figure 6 to give a maximum temperature of 1,500° R which is
about 100° less than for an Inconel flsre. The result could be approxi-
mated by assuming the maximm temperature to be inversely proportional
to the average specific heat times density of the two metals. Applying
the ssme relationship to the flat face of the vehicle, it can be con-
cluded that the use of beryllium in place of copper and Inconel would
be possible from the viewpoint of temperature limitations. As indicated
in the section on models, the use of beryllium in place of copper snd

*

Inconel would permit a weight reduction of up to 134 pounds.

It should be noted that the computed temperatures are under
.

1,6000 R, which offers a considerable safety margin under the melting
temperatures of comer and Inconel. It should therefore be possible
to increase the impact Mach number beyond the value of 0.5 which was
used for these computations without exceeding material ltitations.
Since the value 1,600° R represents a conservative estimate of the
working maximum temperature of beryllium, any Increase in the impact
l@ch number would require increased thicknesses of beryllium in order
not to exceed this figure, which would, of course, decrease the weight
advantsge accruing from the use of beryllium.

The temperatures computed for the three supersonic impact trajec-
tories (M = 1.05, 1.h8, and 1.89) for a graphite and beryllium body sre
presented in figures 7 to 10. The maximum nose temperatures are seen
to occur about 30 seconds after beginning reentry. The stagnation-point
maximum temperatures veried from 219000 for the M = 1.05 trajectory
to 3,300° R for the M = 1.8g trajectory. Corner maximum temperatures
varied from 3,500° R to 4,250° R. Maximum temperatures at the re= of
the frustum varied from 2,000° R to 2,750° R. The temperature differ-
ences through the skin are very high - briefly reaching a maximum
temperature difference of 3,100° R across the first half of the thick-
ness for the M = 1.89 trajectory 28 seconds titer reentering. For
the M = 1.05 trajectory, the corresponding temperature difference is
2,400° R. The computed temperatures, although high, are considerably
below the sublimation temperature of graphite. Although the problem

coNFIDmm
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of thermal shock is serious, it is felt that these results indicate that
a nose could be developed with graphite as the princi~al component which
would withstand the heating associated with supersonic reentry.

In order to investigate the possibility of employing a more conven-
tional material than graphite for the nose frustum, temperature computa-
tions were made for a copper nose frustum, using an impact Mach nuuiber
of 1.0>. The results, presented in figure 10, show that the temperature
of the stagnation point and the base of the frustum does not exceed

—

material limitations, but that the corner of the face melts at about
29 seconds despite the doubled wall thickness (2 inches) at the corner.
It must be noted that the copper is five times as dense as graphite and
would impose a weight penalty of 236 pounds on the reentry body if it
was used.

The temperature on the 0.5-inch beryllium cylinder and flsre is
seen to be below 1,550° R for all trajectories. Indeed, for the M = 1.49
and M = 1.05 trajectories, the assumed thickness of 0.5-inch beryllium
could be reduced considerably without exceeding ssfe maximum temperatures.

CONCLUDING REMARKS

In the foregoing study many simplifying approximations have been
made in order to expedite the determination of the feasibility of the
flsre-cylinder configuration for sn intermediate range missile. The
approximations made were intended to give a realistic estimate of the
most severe conditions which the reentry body would experience. When
in doubt, conservative approximations were used. A cone frustum nose
has been used throughout this study because it was amenable to simplified
saxalysis. This is not meant to imply that other nose shapes might not
be as good or superior from overall considerations such as heating,
stability, weight, and strength. The temperatures computed for the
hypothetical reentry body of this report indicate that such a flare-
stabilized design is entirely possible with a subsonic impact nose
and feasible with a supersonic impact nose.

Langley Aeronautical Laboratory,
National Advisory Comnittee for Aeronautics,

kngley Field, Vs., March6, 1958.
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Conventional Unconventional
Component Material Thickness V./e[ghfMaterial Thickness Weight

Nose copper .50.75 55 Beryllium .50-75 13
Cylinder Inconel .10 ?5 Beryllium .[0 16
Flare lncone[ .10 42 Beryllium .[0 9
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(a) Subsonic impact configuration.
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points employed in
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(b) Supersonic impact configuration.

Figure 2.- Reentry bodies studied in this report. All dimensions We

in inches.
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(b) Total CDS of configurations of different pointedness.

Figure 3.- Vsriation of CDS bored on area of 1 sq ft with Mach number.

All dimensions sre in inches.
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Figure 4.- Reentry trajectories considered in heating computations.
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Figure 5.- Heat-transfer coefficients used in stagnation-point and corner
temperatxme computations.
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Figure 6.- Skin temperatures for impact Mach number of 0.5.
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Figure 7.- Skin temperatures for impact l@ch number of 1.05.
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8.- Skin temperatures for impact Mach number of 1.49.
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